
MIGHTI-RIB® PBR

26 ga. full hard (80 ksi) steel•	
Class 90 uplift test rating (UL 580)•	
Class 4 Impact Resistance rating (UL 2218)•	
Class A Fire Resistance rating (UL 790)•	
Lifetime limited paint warranty for film integrity•	

Light Stone 887   IR=.51  **

Tan 855   IR=.38  **

Evergreen 875   IR=.25

Light Gray 889   IR=.31

Hickory Moss 870   IR=.36  **

Caribbean Blue 881   IR=.27  **

Antique Bronze 854   IR=.20

White 899   IR=.54  **

Brick Red 898   IR=.31  **

30-year limited paint warranty for fade and chalk•	
Available in Galvalume•	 ®

Includes purlin bearing leg•	
All orders cut to your length requirements*•	

98-32-204   3/08 5k

Facilities Nationwide
Corporate Office
3449 Hempland Rd.
Lancaster, PA 17601
(800) 477-2741
www.fabral.com

Spans 3’.0” 3’.5” 4’.0” 4’.5” 5’.0” 5’.5” 6’.0”

1 112 82 63 50 40 33 28

2 155 114 87 69 56 46 39
3 194 143 109 86 70 58 49

Route 24 West        		  55 Lamb Loop Road    	 2402 Industry Way         
Gridley, IL  61744           	 Tifton, GA  31793	          	 Cedar City, UT  84720   
(800) 451-3974	      	 (800) 749-8144                   	 (800) 432-2725

3449 Hempland Road		 Rt.. 3, Box 632, Highway 70 North
Lancaster, PA  17601		  Idabel, OK  74745
(800) 477-2741		  (800) 926-8509	 				  

* Cut charges will apply for lengths less than 6’.  Maximum length is 40’.  
**  Energy Star approved.
Color samples are as close to actual as permitted by 4-color process printing.  Actual color samples are available 
from Fabral.  Galvalume is a registered trademark of BIEC International.  IR=initial reflectivity information.  

Gravity load table for Mighti-Rib panel (stress only)

FLASHINGS & ACCESSORIES
ALL FLASHINGS ARE 10’6” LONG.  CUSTOM FLASHINGS ARE AVAILABLE.

RIDGE CAP EAVE FLASHING HEAD/SILL FLASHING

GABLE/OUTSIDE CORNER ENDWALL/TRANSITION
FLASHING

INSIDE CORNER FLASHING

ZEE FLASHING J-FLASHING #14-10 X 1” MILL POINT
FOR ATTACHMENT TO WOOD

#12-14 X 1” SELF-DRILLING
FOR ATTACHMENT TO STEEL

FR-4 FE-2 FH-1

FC-3 FT-1 FC-4

FJ-4 FJ-3


